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Ion Beam Features Produced by Two Plasma Focus
Machines Operated With Different Gases

Mohamad Akel, Sami Alsheikh Salo, Sor Heoh Saw, and Sing Lee

Abstract—Ion beams emitted from the low-inductance kJ NX2
plasma focus have been numerically characterized and trends of
these beams in various gases have been reported. In this paper,
the ion beams from high-inductance kJ plasma focus machines
AECS PF2 and INTI operated with various gases are studied.
The obtained results show that the beam ions mean energy
depends on the gas type and increases with increasing ion mass
of the gas. It also indicates a higher ion fluence for Hy (4.4 x
1020 jons m_z), and a very small fluence value for Xe (0.085 x
1020 jons m_z). The ion number reduces from H; (24 x 1014)
to Xe (0.074 x 1014). The ion current decreases from H, (20.5%
of the discharge current) to 5.4% for Xe. The beam energy
drops from Hjy (0.63% of stored energy Eg) to 0.4% for Oj;
however, then increases from Ne to the radiatively-collapsed
gases Ar, Kr, and Xe. Argon has the highest damage factor
(77 x 101’0 Wm_zso's), while the lightest gases have the lowest
(2-6 x 101 Wm—250-5), The magnetic field compressing the
pinch is higher for the heavier gases. This paper confirms that
the trends of ion beam production with various gases in high-
inductance machines are the same as the trends in low-inductance
machines.

Index Terms— Different gases, ion beam, Lee model, plasma
focus.

I. INTRODUCTION

LASMA focus devices are intense sources of X-rays, neu-

trons, ions, and electrons. Of interest is the use of the ion
beam for ion implantation, surface treatment, and ion-assisted
coatings [1]. Most experiments for ion beam diagnostics
were conducted not with heavy gases, but with deuterium to
investigate the neutron production and deuteron acceleration,
because the observation of the anisotropy of neutron emissions
means nonthermal neutron production mechanism, such as a
beam target interaction, somewhat different from the results
with light gases (hydrogen or deuterium). The pinched plasma
shape related to the acceleration of deuterons. However, when
a high atomic number gas, such as argon, krypton, or xenon, is
used as filling gas, the plasma focus phenomena are changes
from a long column to a short hot spot [2]. The radiation
from the dense hot plasma may affect the plasma dynamics
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causing radiative cooling and collapse for high Z gases, such as
Ar, Kr, and Xe [3]-[5]. Experimental observations suggests
Ar (Z = 18) as the transition gas below which (Z < 18)
the pinching and any radiative cooling effects proceed as
a column. For heavier gases (Z > 18) the pinch is broken
up into a line of radiatively collapsed dense hot spots [6].
The correlation between the plasma focus parameters and
produced ion beam properties could be of help to understand
the plasma surface interactions and to find the optimum
conditions for desired material science applications. The Lee
model code [7] had been extended, based on the virtual plasma
diode mechanism proposed in [8] and [9], for studying of ion
beams from plasma focus [6], [10], [11]. Detailed numerical
calculations had been carried out on the ion beams from NX2
operated in various gases [6]. The NX2 is a low inductance
machine specially designed for high current (200 kA/kJ) and
high performance. Many machines available to small research
groups are single-capacitor high inductance machines with
relatively low current (<100 kA/kJ). From the numerical work
carried out in [6] it may be surmised that the NX2, because
of its higher current/kJ will produce considerably more ion
flux and fluence than similar-energy but higher—inductance
machines, such as the INTI PF or the AECS PF2. However,
it is important to show that the trends of ion beam production
in various gases are (or are not) the same for these higher
inductance machines.

For this purpose, we apply the code version RADPF5.15FIB
on two plasma focus devices (AECS PF2 [12] and INTI
PF [7]) to characterize the ion beams emitted from these high-
inductance plasma focus for various gases.

II. PLASMA Focus ION BEAM PROPERTIES

Lee and Saw [6] derived the flux equation of the ion beam;
and computed the ion beam properties using the radiative
Lee model code for the plasma focus. Since the beam exits
the focus pinch with little divergence, the exit beam is best
characterized by the ion fluence defined as the number per unit
cross section. Following [6], we use the following equation:

fe-®/rp) - e

Flux (ions m~2 sTh=275. 1015 2 2 5 n
MV2.Zy" 2 Ul

The ion fluence (ions m~2) is then computed by multiplying
the flux by pinch duration 7. Here, M is the mass number
of ion, b is the cathode radius, and f, = 0.14 (the frac-
tion of energy converted from pinch inductive energy into
beam kinetic energy) is equivalent to ion beam energy of
3%—6% Ep. The diode voltage U is U = 3 Vpax taken
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TABLE I
FIRST COLUMN DISPLAYED THE PLASMA FOCUS MACHINES UNDER CONSIDERATION. REMAINING COLUMNS ARE THE ENERGY OF THE BANK Ej,
THE ANODE AND CATHODE RADIUS a AND b, THE ANODE LENGTH z(, STATIC INDUCTANCE L, CAPACITANCE C(, SHORT-CIRCUITED
RESISTANCE rg, CHARGING VOLTAGE V(j, MAXIMUM CURRENT /pax, AND CURRENT RISE TIME f¢r

Device (ref.) E, a b Zo L, Co Iy Vo Linax ter
(kJ)  (em) (em) (cm) (nH) MF)  m ) (V) (kA) (us)
AECS PF2 [12] 2.8 0.95 3.2 16 280 25 25 15 120 3.7
INTI PF [7] 34 0.95 3.2 16 110 30 12 15 200 2.6
z=0 3E+28
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Fig. 2. AECS PF2-radius ratio versus pressure for different gases.

from data fitting [6], [10], [11], where Vpax is the maximum-
induced voltage in the axial phase. The code computes the val-
ues of effective charge Zesr, pinch radius r, pinch duration 7,
pinch current Ipinch, and U from which the ion flux is deduced,
followed by: fluence (ions m~2), current density (Am~2),
current (A), ions per seconds (ions s’l), number of ions in
beam (ions), power density flow (energy flux) (Wm~2), energy
in beam (J), and damage factor (Wm~2s23). The fast plasma
stream FPS energy (J), plasma diode impedance (€2), and the
constricting pinch magnetic field (kG) are also estimated.

III. RESULTS AND DISCUSSION

Two kJ plasma focus devices (AECS PF2 [12] and
INTI PF [7]) (Table I) with the basic plasma focus parame-
ters shown in Fig. 1 are used for these numerical studies.
The number and energy flux and fluence in many gases
are derived to give reference values for small plasma focus

Fig. 3. (a) AECS PF2-flux versus pressure for various gases. (b) AECS
PF2-flux (expanded scale) to show the heavier gases.

devices. In each gas, a range of pressures is chosen centered at
the optimum (matched) pressure at which occurs the strongest
energy transfer into the focus pinch.

The model parameters f;;, fmr, and f., for are mass and
current factors of axial and radial phases, obtained from
fitting the computed to the measured current traces. To start
the calculations, the modified Lee model code is configured
to operate as the AECS PF2 and INTI PF devices starting
with the above bank and tube parameters. The dynamics is
computed and displayed by the Lee model code, which then
calculates the ion beam properties (ion beam energy, ion beam
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TABLE II

ION BEAM PROPERTIES GENERATED BY AECS PF2 DEVICE FOR VARIOUS GASES

Device H2 D2 He N2 02 Ne Ar Kr Xe
po (Torr) 10 5 5 0.7 0.5 1.4 1 0.3 0.2
Lpeax (KA) 107 107 107 114 113 115 109 103 108
Lpear/a (kA/cm) 1126 1126 1126 120 119 121 114.7 108 113.7
Lpinch (KA) 72 72 72 69 73 60 62 70 70
z, (cm) 1.4 1.4 1.4 1.4 1.4 1.4 1.5 1.5 1.6
r, (cm) 0.13 0.13 0.13 0.095 0.09  0.064 0.038 0.038  0.038
Radius ratio (r,/a) 0.147  0.137  0.137 0.1 0.095 0.067 0.04 0.04 0.04
T (ns) 14.9 14.9 14.9 10.8 9.3 10 12.2 9.2 9.3
t/a (ns/cm) 15.7 15.7 15.7 11.4 9.8  10.52 12.84 9.7 9.8
Vinax (KV) 8.2 8.2 8.2 12.7 17 14.6 65 91 206
U (kV) 24.6 24.6 24.6 38 50 44 65 91 206
diode imped. U/ Ljyen (Q) 0.34 0.34 0.34 0.55 0.68  0.74 1.04 1.3 2.94
Zer 1 1 2 6.4 7.4 8 12.4 23.5 27.9
Ton fluence (x10*° m™) 3.4 25 1 0.42 034 049 0.98 0.4 0.19
Ton flux (x10*" m™?s™) 23 17 8 3.9 3.7 4.9 8 43 2.1
Mean ion energy (keV) 24.6 24.5 49 244 374 351 805 2147 5749
En fluence (x10° J m™) 1.3 1 0.99 1.7 2 2.8 13 14 18
En flux (x10" Wm™) 9 6.72 6.67 15 22 27 103.6 149.5 1923
Ton number (x10') 19 14 7 1.2 087  0.63 0.44 0.18  0.088
Ton number/kJ (x10'%) 6.8 5 25 0.4 03 023 0.16 0.064  0.03
IB energy (J) 8 5.34 5.34 4.7 52 353 5.73 6.3 8
IB energy/kJ 2.9 1.9 1.9 1.7 186 126 2 225 2.86
IB energy (%E) 0.3 0.15 0.15 0.17 0.18  0.13 0.2 0.22 0.3
IB current (kA) 20.5 14.6 14.6 11.4 11.2 8 72 7.4 42
IB current (%l pear) 19.16  13.6 13.6 10 991 6.7 6.6 7.2 3.9
Beam power (x10° W) 0.5 0.36 0.36 0.43 0.56 035 0.47 0.68 0.87
Dam Fr (x10' Wm™ ") 1.1 0.82 0.81 1.6 2.1 2.8 11 14 18.5
Ton speed (cm/ps) 216.5 153 153 1826 2113 183.1 196 221 288.5
Plasma stream En (J) 90.3 95 95 110 111 107 96 100 98
Plasma stream En (%E) 3.2 3.4 3.4 3.9 3.9 3.8 3.4 3.6 3.5
PS speed (cm/ps) 23 235 235 30 37 31 45 66 62
Mag. Field (0.21pent,") 852 852 852 1380 1460 3334 7750 8750 8750
(kG)

flux, ion beam fluence, beam ion number, ion beam current, gradually to 2.3 x 1028 jons m~2s~! at 10 torr before dropping

power flow density, and damage factor) for various gases.

A. Ion Beam Properties of AECS PF2 Operated
With Various Gases

Fig. 2 shows the different compression of the PF pinch
for different gases. In Hy, D>, and He at low pressures the
radius ratio is about 0.14, the three graphs staying together
up to 5 torr. Above 5 torr (not shown in the figure), the
radius ratio of D, and He separate from that of H, being
slightly higher; all three graphs rising steadily to 0.17 at the
highest operational focus pressures. For N», as observed in the
NX2 [6] thermodynamics effects kick in and the radius ratio
drops from 0.12 to a value about 0.084. Similar results are
observed for O, and Ne, these gases begin to show the effects
of radiative cooling reducing the radius ratios. Argon, krypton,
and xenon show strong radiative collapse at around 1, 0.3-0.7,
and 0.2-0.6 torr, respectively, all with strong focus operation.

Fig. 3(a) shows the flux in ions m~2s~! for the various
gases. The Hj, D», and He curves showing the same trends

with Hp having 1.1 x 10%® jons m2s~! at 1 torr, rising

as operational pressure is further increased.

The lower pressure region of Fig. 3(a) is expanded to show
the behavior of the heavier gases [Fig. 3(b)]. Nitrogen and
oxygen show the same trend, but with much reduced pressure
range, peaking at 3.9 x 10?7 jons m~2s~! at 0.7 torr for
N> and 3.7 x 1027 ions m~2s~! at 0.5 torr for O,. Neon shows
an accentuated peak of 4.9 x 10?7 ions m~2s~! appearing
at 1.4 torr corresponding to the observed radiatively collapsed
compression at 1.4 torr. Argon, krypton, and xenon show
the effect of radiative collapse peaking at highly accentuated
8 x 1027 jons m—2s~! at 1 torr for Ar, 4.3 x 107 ions m—2s~!
at 0.3 torr for Kr, and 2.1 x 10%7 ions m—2s~! at 0.2 torr
for Xe. The accentuating effect on the flux (due to smaller
radius ratio) is compensated by much greater energy per
ion, resulting in reduced ion numbers. Thus, we observe that
the beam ion flux drops as the mass number of the ions
increases, with accentuating factors provided by radiation-
enhanced compression.

The shape of the curves and the trend for ion beam fluence
with gases are very similar to the flux. A detailed comparison
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TABLE III
ION BEAM PROPERTIES GENERATED BY INTI PF DEVICE FOR VARIOUS GASES

Device H2 D2 He N2 02 Ne Ar Kr Xe
po (Torr) 12 8 10 1.5 1.5 4 1.5 0.5 0.3
Tpcar (KA) 187 190 192 189 191 192 191 188 187
Lpear/a (KA/cm) 197 200 202 199 201 202 201 198 197
Lyine (KA) 121 115 108 115 112 119 110 119 120
z, (cm) 1.4 1.4 1.4 1.4 1.4 1.4 1.5 1.3 1.24
1, (cm) 0.13 0.13 0.1 0.1 0.09  0.06 0.04 0.06 0.05
Radius ratio (r,/a) 0.14 0.14 0.1 0.1 0.94 0.063 0.042 0.063  0.052
T (ns) 10.1 12.2 15 9.4 9.6 8.7 9.4 5.5 3.9
1/a (ns/cm) 10.63  12.84 15.8 9.89 10.1  9.16 9.9 5.79 4.1
Vinax (KV) 18.4 14.5 113 21.1 22 266 104.3 69 107.2
U (kV) 55 44 33.9 63 65 80 313 198 322
diode imped. U/ Tyine () 0.46 0.38 0.31 0.55 0.58  0.67 2.85 1.66 3.7
Zesr 1 1 2 7 7.4 8 15.6 25.7 33.2
Ton fluence (x10%° m?) 4.4 3.9 2 0.71 0.7 1.3 0.96 0.18  0.085
Ton flux (x10”” m?s™) 44 32 20 7.6 73 15 10 33 22
Mean ion energy (keV) 55 44 68 443 483 638 4870 5081 10678
En fluence (x10° J m™) 3.9 2.7 2 5.1 5.4 13 75 15 15
En flux (x10" Wm™) 39 22 20 54 56 154 800 270 372
Ton number (x10') 24 21 10 2.1 1.9 1.6 0.43 0.18  0.074
Ton number/kJ (x10'%) 72 6.3 2.97 0.63 0.56 048 0.13 0.054  0.022
IB energy () 21.4 14.8 14 15.1 14 16.8 33.9 15 12.7
IB energy/kJ 6.34 4.4 4.15 4.48 415 498 10 45 3.76
IB energy (%Eo) 0.63 0.44 0.4 0.45 0.4 0.5 1 0.45 0.4
IB current (kA) 38.2 27.8 28 25.3 23 242 11.6 13.7 10.1
IB current (%oleq) 2043 14.63 14.6 13.4 12 12.6 6 7.3 5.4
Beam power (x10° W) 2.11 1.21 0.9 1.6 1.5 193 3.62 2.7 32
Dam Fr (x10' Wm™ s*?) 3.9 2.4 2 5.2 55 14 77 20 23
Ton speed (cm/ps) 325 204 180 246 240 247 482 340 393
Plasma stream En (J) 281 301 301 305 306 316 278 300 300
Plasma stream En (%E) 8.3 8.9 8.9 9 9.1 93 8.2 8.9 8.9
PS speed (cm/ps) 35.3 29.2 24.1 33.4 32 38 65 58.2 64.8
Mag. Field (0.21pen1,”) 1432 1361 2160 2300 2765 6612 13750 6612 9600
(kG)

TABLE IV

SUMMARY OF RANGE OF ION BEAM PROPERTIES AND SUGGESTED SCALING

Property Units (multiplier) Range Suggested scaling
Fluence Tons m™ (x10%) 0.085-44 dependent on gas
Flux Tons m™> s (x10%") 22-44 dependent on gas
Mean ion energy keV 44 - 10000 dependent on gas
Energy fluence Jm? (x10°) 2-75 dependent on gas
Energy flux W m?(x10") 20 - 800 dependent on gas
Beam ion number/k] Tons per kJ (x10'") 0.022-7.2 dependent on gas
Beam energy % of E, 04-1 dependent on gas
Beam energy/kJ per kJ of E, 4.15-10 dependent on gas
Beam current (%]cax % of Leax 6—-20.43 dependent on gas
Damage factor (x10" Wm? ™) 2-77 dependent on gas

of the flux and fluence versus pressure of these AECS PF2 larger discharge current. We proceed to a brief summary of
results showing the trend with various gases and those for the main ion production characteristics of the AECS PF2. The
NX2 [6] show very similar trends except that the number and  beam ion number per kJ range from 10! for the lightest gases
energy fluence and flux of NX2 are generally larger due to its  to 10'? for Xe in the radiative collapse regime. Argon reaches a
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peak number per kJ of 2.6x 10!3. The ion currents ranges from
21.3 kA for H; at 15 torr (20% of the circuit Jpeak) to 1 kA
(1% of Ipeqax) for strongly compressed Xe at 0.3 torr. Thus, the
ion current drops with heavier gases and that radiative-collapse
further reduces the ion current. The results further show that
although the beam ion number and ion current are the lowest
for the heaviest gases Ar, Kr, and Xe, yet these beams also
carry similar amounts of energy at 0.2%—0.7% Ey compared
with 0.2%-0.3% for the other gases due to the greater energy
per ion.

However, due to the shorter pulse duration of the heavier gas
pinches, the three heaviest gases produce 0.7-1.7 x 10° W of
power flow whereas the lightest gases only carry 4-8 x 108 W.
The damage factor reaches almost 4.2 x 10" Wm~2s0 for
Xe, but is only 1.2 x 1019 Wm=2s%95 for H,, with Ar having
intermediate value of 11 x 101 Wm™2s%3. The large values
for Ar, Kr, and Xe are due to the very small radius ratios of the
pinch columns due to radiative collapse. The detailed results
are tabulated for a comparative study, as shown in Table II.

B. Ion Beam Characteristics of INTI PF for Different Gases

In the same way as described for the AECS PF2, numerical
studies are carried out on the INTI PF plasma focus device
for various gases and the obtained results are tabulated for a
comparative study, as shown in Table III.

From Table III, we note that the ratio Ipeak/a has a range of
197-202 kA/cm with no perceptible trend with atomic number
of gases. The pinch length is constant (~1.4 cm) for Ne and
lightest gases, then increases for Ar and decreasing through
the heavier gases until a value of 1.24 cm, while the pinch
radius generally decreases from 0.13 cm for H» to 0.05 for Xe.
The ratio 7/a has a range of 4.1 ns/cm for Xe to 16 ns/cm
for He. The plasma diode voltage varies from 34 kV (for He)
to highest value of 322 kV (for Xe) and the impedance ranges
from 0.31 (for He) to 3.7Q (for Xe). The beam ion mean
energy ranges from 44 keV (for Dy) to 10678 keV (for Xe).
The very high ion mean energy (computed by U x Z.f) value
of Xe is due to the large diode plasma voltage and high
effective charge state Z.gr. The results indicate that the ion
fluence range from 4.4 x 10%° ions m~2 for the lightest gas
H; decreasing through the heavier gases until a value of
0.7 x 1029 jons m—2 for O,. For Ne the fluence increase to
1.3%10%% jons m~2 due to smaller radiatively-collapsed radius.
For Ar, Kr, and Xe radiative collapse is even more severe, but
there is a decrease in fluence down to 0.085 x 1020 ions m—2
due to large energy of the highly charged ion accelerated by
large electric fields induced in the radiative collapse.

The results of the above studies of the AECS PF2 and INTI
PF are summarized in Table IV, which gives the range of the
ion beam properties and the scaling suggested by inspection
of Tables II and III.

With this method, ion beam and fast plasma stream para-
meters may be computed for any Mather-type plasma focus
operating with different gases.

IV. CONCLUSION

Numerical studies have been carried out on two low-energy
plasma focus devices AECS PF2 and INTI for studying ion
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beams emitted with various gases. The results showed that
the plasma diode voltage and the impedance are higher for
heavier gases. The beam ions mean energy depends on the
gas type and increases with increasing of the ion mass of
the gas. The results indicate that the ion fluence is higher for
the lightest gas, while the very small ion fluence of Xe is
due to the large energy of the Xe ion. This complex behavior
reflects small thermodynamic effects and large effects due to
radiative cooling and collapse. The ion number reduces from
H) to Xe as does the ion current from 21% to 5% of the
discharge current. The beam energy reduces from 0.63% of
Eo (Hp) to 0.4% (O3) and increases slightly for the radiative
collapse gases Ne, Ar, Kr, and Xe. The damage factor
is highest for Ar at 77 x 1010 Wm=2s%5 Jowest (2-6 x
1010 Wm—25%3) for the lighter gases.

These results using AECS PF2 and INTI PF can provide a
basis for estimating effects of ion beams on target materials
especially for the single capacitor kJ plasma focus devices,
which dominate the research of small plasma focus groups.
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